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ATB DOOR HANDLE
45885-19

@ ROLLER INSTALLATION

A. ATTACH ROLLER BRACKET ASSEMBLY TO DOOR
WITH (&> 1/4"-20 BH SCREWS AND LOCKWASHERS.

#13010 LOCKWASHER
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®>aw LOCK INSTALLATION

NYLON STOP #43887-10
ROLLER BRACKET ASSEMBLY, REFER ._._u_@

ROLLER TRACK #43887-07

@HZMADFFDAEZ OF HANDLE.

A, SQUEEZE BOTH SIDES AND INSERT HANDLE.
B. ONCE INSERTED, SPREAD SIDES TO SECURE.
C. TO REMOVE, REVERES THE PROCESS.

13106 CYLINDER LOCK

A. POSITION EXTRUSION RING ON CYLINDER LOCK
B, INSERT LOCK WITH EXTRUSION RING SO
THE LATCH IS POSITIONED IN THE SLOT.

C. SECURE WITH THE 13106 NUT.
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BOTTOM OF ATB DOOR

ATB DOOR INSTALLATION

A, REMOVE THE FRONT NYLON STOPS.
B. EXCHANGE THE TBU DOOR ASSEMBLY.
C. REPLACE THE NYLON STOPS.




	126ASY PG TITLE
	126ASY PG 2

